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170
FIGURES  MINIMUM SAFE DISTANCES FOR THE OPERATION OF MOBILE PLANT NEAR CONDUCTORS

Plan View (not to scale) WORKING ABOVE OVERHEAD
LINES
Wnitten consent from line owner
required for the operation of mobile
plant or any load carried above the
overhead electric line

ALL WORKS
The distance between any live
overhead electric line and any mobile
plant or load carried shall be at least
4m, unless the operator has written
consent from the overhead electric
line owner

Section 5.3.1

Section 5.2.1

HEDGE CUTTERS
Mechanically operated hedge cutters
used in close proximity to overhead
lines shall be operated to prevent
hedge clippings or other material
from being thrown into contact with
the conductors or creating any other
hazard

ALL WORKS - REDUCED

DISTANCES
When approval is obtained pursuant
to clause 5.2.1, and subject to clause
5.5.1, the minimum approach
distance between a conductor and
any mobile plant shall not be less

than specified in Table 6
Section 5.6.2

Section 5.2.2 4 B K
Conductors
WARNING NOTICE
REDUCED DISTANCES FOR \ Where mabile plant is likely to be
COMPETENT EMPLOYEES " used close to overhead electric lines,
Where the operator of any mobile \ / the owner or operator of such device
plant is a competent employee . 4 shall affix a warning notice in a
warking on, or near, an overhead N conspicuous place as near as
electric line, approach distances may \ ,Q’—o practicable to the operator's position,
be reduced in accordance with safety N /! stating
practices determined by the electric AN Ve
line owner yd "WARNING, KEEP CLEAR OF
- - POWER LINES'
Section 5.5.1
Section 5.6.1

Notes

. This diagram is for quick reference only. Please refer to Section 5 for the complete minimum safe distance requirements.

. Mobile Plant includes cranes, loaders, excavators, drilling or pile driving equipment or other similar device

. The provisions of Section 5 do not apply to live line work or to any conductor forming part of the mobile plant or any collector wire, insulated cable, or flexible cord used for the purpose of
supplying electricity to the mobile plant (section 5.1.1) or while mobile plant is in transit on a road and the relevant requirements of the Traffic Regulations 1976 are observed (section 5.1.4).
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